NEMA 1

Offset Trough KEN NEDY

Metallic En_closures

NEMA 1
Offset Trough

* Offest front cover allows conduit entry
through the front, bottom, & ends

* Maximizes internal trough space while
still being flush mounted in a corner

® Constructed from 14 or 16 gauge steel

* Two layers of corrosion protection with
ANSI 61 gray epoxy paint OVER galvanized g .
steel or can be ordered without paint

R

® Knockouts in front, bottom, & ends -
® Square design provides full interior

space while still allowing conduit entry

from multiple directions, unlike angled

trough designs
® Mounting holes in the back and top

q
6"X 6" 8”x 8!! 10"x 10" 12”X 12”

12” Long MPN10T-6612 MPN10T-8812 MPN10T-101012 MPN10T-121212
24” Long MPN10T-6624 MPN10T-8824 MPN10T-101024 MPN10T-121224
36” Long MPN10T-6636 MPN10T-8836 MPN10T-101036 MPN10T-121236
48” Long MPN10T-6648 MPN10T-8848 MPN10T-101048 MPN10T-121248
60” Long MPN10T-6660 MPN10T-8860 MPN10T-101060 MPN10T-121260
72" Long MPN10T-6672 MPN10T-8872 MPN10T-101072 MPN10T-121272

for galvanized (no paint) add -GV

Jack Kennedy Metal Products & Buildings, Inc. 12-23-20

PO Box 138  Taylorville, IL 62568 www.kennedymetal.com
(217) 287-7231

1/1



